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TABLE 1 OF § 1065.202—DATA RECORDING AND CONTROL MINIMUM FREQUENCIES

Minimum com- .
Applicable test protocol section Measured values mand and control M_lnlrr}um record-
frequency ing frequency
§1065.510 ..o Speed and torque during an engine step- | 1 Hz ... 1 mean value per
map. step.
§1065.510 .o Speed and torque during an engine | 5Hz ... 1 Hz means.
sweep-map.
§1065.514, §1065.530 .......cocooveueucccne Transient duty cycle reference and feed- | 5 Hz ................... 1 Hz means.
back speeds and torques.
§1065.514, §1065.530 .......cocvoveveucccne Steady-state and ramped-modal duty | 1 Hz ... 1 Hz.
cycle reference and feedback speeds
and torques.
§1065.520, § 1065.530, § 1065.550 .......... Continuous concentrations of raw or di- | N/A ....ccccoverenenns 1 Hz.
lute analyzers.
§1065.520, § 1065.530, § 1065.550 .......... Batch concentrations of raw or dilute | N/A ...ccooeiiinenine 1 mean value per
analyzers. test interval.
§1065.530, § 1065.545 ... Diluted exhaust flow rate from a CVS | N/A ... 1 Hz.
with a heat exchanger upstream of the
flow measurement.
§1065.530, § 1065.545 ......ceeveveiereriennns Diluted exhaust flow rate from a CVS |5 Hz ...ccccevvrenne 1 Hz means.
without a heat exchanger upstream of
the flow measurement.
§1065.530, § 1065.545 .....cceeveveeeerrernennns Intake-air or raw-exhaust flow rate ........... N/A s 1 Hz means.
§1065.530, § 1065.545 . Dilution air if actively controlled 5Hz 1 Hz means.
§1065.530 Sample flow from a CVS that has a heat 1 Hz.
exchanger.
§1065.530, § 1065.545 ......cccvvvvvierieniennns Sample flow from a CVS does not have a | 5 Hz ........cccceuee 1 Hz mean.
heat exchanger.

§1065.205 Performance specifications
for measurement instruments.

Your test system as a whole must
meet all the applicable calibrations,
verifications, and test-validation cri-
teria specified in subparts D and F of
this part or subpart J of this part for
using PEMS and for performing field

testing. We recommend that your in-
struments meet the specifications in
Table 1 of this section for all ranges
you use for testing. We also rec-
ommend that you keep any documenta-
tion you receive from instrument man-
ufacturers showing that your instru-
ments meet the specifications in Table
1 of this section.
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Table 1 of §1065.205-Recommended performance specifications for measurement instruments

Measured ’ Complete System Recording
Measurement Instrument - cas! quantity - Accuracy® Repeatability” Noise®
symbol Rise time (#,0.90) and Fall pdate freq
time (¢5o.10)" update frequency
ZO‘V;:pr 1.0 % of pt. or 0.05 % of
Engine speed transducer f s 1 Hz means - m; °
0.5 % of max. 0.25 % of max.
o
20 /:"ofp" 1.0 % of pt. or 0.05 % of
Engine torque transducer T s 1 Hz means ) max. o
1.0%of max, | 03 %ofmax )
9
20 /:“‘)fp" 1.0 % of pt. or 0.05 % of
Electrical work (active-power meter) w Is 1 Hz means . m‘:
0.5 % of max. 0.25 % of max.
2.0%of pt.
1.0 % of pt.
General pressure transducer (not a part of another » ss | Hz or 2OPLOT 1 0.1 % of
instrument) 1.0 % of max. 0.50 % of max. max
Atmospheric pressure meter used for PM- Pumon 50s 5 times per hour 50Pa 25Pa 5Pa
General purpose atmospheric pressure meter Patmos 50s 5 times per hour 250Pa 100Pa 50Pa
sensor for PM. ilization and
balance environments T 50s 0.1 Hz 025K 0.1K 0.1K
0.4%ofpt.K | 0.2%ofpt K
Other temperature sensor (ot a part of another r 105 05 He or or 0.1 %of
instrument) 02%ofmax. | 0.1%ofmax. | ™%
Dewpoint sensor for intake air, PM-stabilization
and balance enviro ts Tiew 50s 0.1 Hz 025K 0.1K 0.02K
Other dewpoint sensor Tgew 50s 0.1 Hz 1K 05K 0.1K
2.0%of pt. .
Fuel flow meter N 5s 1 Hz or LO%ofptor | o0 ¢
(Fuel totalizer) (N/A) (N/A) 15 %ofmax, | 075 %ofmax. [ T
: 2.0 % of pt. .
Total diluted exhaust meter (CVS) ; 1s 1 Hz means or 1.0 % of pt. or 1.0 % of
(With heat exchanger before meter) 59 (1Hz) 15 % of max, | 075 %of max. max.
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25%0fPL 1 ) 25 % of pt. or
Dilution air, inlet air, exhaust, and sample flow B Is 1 Hz means of 5 Hz or - olpt 1.0 % of
meters samples max.
1.5 % of max. 0.75 % of max.
2.0 % of pt.
or 1.0 % of pt. or
Continuous gas analyzer x ss 1 Hz 10% of
2.0%of 1.0 % of meas. )
meas.
2.0% of pt.
or 1.0 % of pt. or o
Batch gas analyzer x N/A N/A '&a/; of
2.0%of 1.0 % of meas. )
meas.
N See
Gravimetric PM balance Mg N/A N/A §1065.790 0.5ug N/A
2.0 % of pt.
or 1.0 % of pt. or o,
Inertial PM balance o 5s 1 Hz 0.'2“3/; of
20%0f | 1.0%of meas.
meas.

* The performance specifications identified in the table apply separately for rise time and fall time.

iy, and noise are all

® Accuracy,

with the same collected data, as described in §1065.305, and based on absolute values. “pt.” refers to the overall

flow-weighted mean value expected at the standard; “max.” refers to the peak value expected at the standard over any test intetval, not the maximum of the instrument’s range;

“meas” refers to the actual flow-weighted mean measured over any test interval.

[75 FR 23033, Apr. 30, 2010]

MEASUREMENT OF ENGINE PARAMETERS
AND AMBIENT CONDITIONS

§1065.210 Work input and output sen-
sors.

(a) Application. Use instruments as
specified in this section to measure
work inputs and outputs during engine
operation. We recommend that you use
sensors, transducers, and meters that
meet the specifications in Table 1 of
§1065.205. Note that your overall sys-
tems for measuring work inputs and
outputs must meet the linearity
verifications in §1065.307. We rec-
ommend that you measure work inputs
and outputs where they cross the sys-
tem boundary as shown in Figure 1 of
§1065.210. The system boundary is dif-
ferent for air-cooled engines than for
liquid-cooled engines. If you choose to
measure work before or after a work
conversion, relative to the system
boundary, use good engineering judg-
ment to estimate any work-conversion
losses in a way that avoids overestima-
tion of total work. For example, if it is
impractical to instrument the shaft of
an exhaust turbine generating elec-
trical work, you may decide to meas-

ure its converted electrical work. As
another example, you may decide to
measure the tractive (i.e., electrical
output) power of a locomotive, rather
than the brake power of the locomotive
engine. In these cases, divide the elec-
trical work by accurate values of elec-
trical generator efficiency (n<1), or as-
sume an efficiency of 1 (n=1), which
would over-estimate brake-specific
emissions. For the example of using lo-
comotive tractive power with a gener-
ator efficiency of 1 (n=1), this means
using the tractive power as the brake
power in emission calculations. Do not
underestimate any work conversion ef-
ficiencies for any components outside
the system boundary that do not re-
turn work into the system boundary.
And do not overestimate any work con-
version efficiencies for components
outside the system boundary that do
return work into the system boundary.
In all cases, ensure that you are able to
accurately demonstrate compliance
with the applicable standards.
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